


Working Radius 2250mm
Lift Load 2900 Kg
Boom Stage 2 Section
Outriggers Extended Maximum

Degrees Front Right Front Left Rear Left Rear Right
0 2285.4 2285.4 852.1 852.1
5 2101.2 2463.4 852.2 858.2
10 1914.0 2631.8 860.3 868.9
15 1727.1 2787.6 877.8 882.5
20 1543.7 2927.7 906.2 897.4
25 1366.7 3049.7 946.4 912.2
30 1198.8 3151.1 999.5 925.5
35 1042.4 3230.2 1066.0 936.4
40 899.6 3285.4 1145.9 944.0
45 771.8 3316.0 1239.3 947.9
50 660.3 3321.3 1345.4 947.9
55 565.6 3302.0 1463.3 944.1
60 488.1 3258.1 1591.8 937.0
65 427.5 3191.1 1729.1 927.3
70 383.2 3102.4 1873.2 916.1
75 354.2 2994.3 2022.0 904.6
80 339.1 2868.9 2172.8 894.2
85 336.2 2729.1 2323.1 886.6
90 343.8 2577.7 2470.1 883.3
95 360.0 2417.8 2611.1 886.1
100 382.6 2252.6 2743.3 896.5
105 409.6 2085.1 2864.2 916.1
110 439.2 1918.3 2971.3 946.3
115 469.4 1755.1 3062.4 988.0
120 498.9 1598.1 3135.8 1042.3
125 526.1 1449.5 3189.9 1109.5
130 550.1 1311.3 3223.6 1190.0
135 570.2 1185.1 3236.2 1283.5
140 586.1 1072.0 3227.4 1389.4
145 597.8 972.7 3197.6 1506.9
150 605.8 887.4 3147.3 1634.5
155 610.8 816.0 3077.6 1770.6
160 613.9 757.8 2990.0 1913.3
165 616.3 712.1 2886.3 2060.3
170 619.7 677.6 2768.7 2209.0
175 625.7 652.9 2639.5 2357.0
180 636.1 636.1 2501.4 2501.4

MAX (Kg) 2285.4 3321.3 3236.2 2501.4




